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(3) Method of Determining Average Error of Meters. The average error of
a service watt-hour meter shall be determined as follows: The error at light
load-here defined as approximately 109o of the rated capacity of the meter-
shall be determined by taking the average of at least two errors, determined
from as many separate tests on the same light load, which errors must agree
within one-half per cent (1/2%).
In the same manner the error at heavy load-here defined as approximately
the rated capacity of the meter-shall be determined.
The average erorr of the meter shall then be determined by taking an average
of the error at light load and the error at heavy load, poper account being
taken of the sign of these two errors.
4. Meter Accuracy-(a) Creeping. No watt-hour meter which registers on
"no load" when the applied voltage is less than one hundred and ten (110)
percent of standard service voltage sliall be placed in service or allowed to re-
main in service.
(b) Initial Accuracy Requirements. No watt-hour meter shall be placed in
service which is in any way mechanically defective, or which has incorrect
constants or which has not been tested for accuracy of measurement and ad-
jw.sted, if necessary, to meet these requirements:
Average error not over 1.5% plus or minus;
Error at heavy load not over 1% plus or minus;
Error at light load not over 2% plus or minus;
(c) Adjustment after Test. Whenever a test made by the utility or by the
Commission onl a service watt-hour meter connected in its permanent posi-
tion in place of service shows that the average error is greater than that speci-
fied above, the meter shall be adjusied to bring the average error within the
specified limits.
5. Periodic Tests of Meters. (a) Each watt-hour meter shall be tested ac-
cording to the following schedule;
(1) All two and three-wire single phase induction type watt-hour meters,
commonly known as the self-contained type, shall be tested at least once every
one hundred (100) months.
(2) All self-contained polyphase watt-hour meters shall be tested at least
once every sixty (60) months.
(3) All single phase and polyphase watt-hour meters that require the use
of either current or potential transformers, or both, shall be tested at least
once every twenty-four (24) months.
6. Meter Testing onl Request of Consumers. (a) Each utility shall, at any
time (when requested in writing by a consumer) upon reasonable notice, test
the accuracy of the meter in use by him.
No deposit or payment shall be required from the consumer for such meter
test except when a co6sumer requests a meter test within six months after
date of installation or the last previous test of a meter, in which case he shall
be required upon request by the utility to deposit the estimated cost of the
test, but not to exceed $5.00 without approval of the Commission.
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